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1. Kontağı kapatın!
2. SCR sistemi çalışıyorsa, tüm işlemlerin sonlandırılmasını

beklemek gereklidir.
3. Sigorta kutusunda (894,737,738)(7,5 A) sigortayı çıkartın.
4. Modül, sürücü tarafındaki kaputun altındaki adaptör fişlerinin

kutusuna bağlanacaktır.
5. Soldaki(sürücü tarafındaki) bağlantı kutusundaki kapağı çıkarın

ve konektörü bulun(fotoğrafa bakın)
6. Konektörde iki kahverengi kablo var. Bunlar: 191 CAN-H Ve 192

CAN-L iki kalın kahverengi telin altında dikey olarak bulunur.
7. Herhangi bir konektörden 15006 numaralı (+) kontak ucu

için kablo seçin ve emülatörün kırmızı ucuna bağlayın.
8. Kontağı açın ve motoru çalıştırın.
9. Adblue seviyesinin yarım tankı gösterdiğinden emin olun.
10.Motor kapatıldığında herhangi bir arıza olursa, emülatör adblue

kurulduktan sonra emisyon toksisitesi piktogramı enstrümantel
panelden dışarı çıkmamış olabilir.

11.Bu durumda,kod arızalarını silmek ve EDC sekmesin
12.Ndeki MIL parametresini sıfırlamak gereklidir.Bu durumlarda

MAN CATS gereklidir.

MAN Euro 5 9in-1 NOx Emülatör
Bağlantı Şeması
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1. Turn off ignition!

2. If the SCR system is running, the termination of all processes

3. it is necessary to wait.

4. Remove the fuse in the fuse box (894,737,738) (7.5 A).

5. The module will be connected to the box of adapter plugs under
the hood on the driver's side.

6. Remove the cover on the left (driver's side) junction box and find
the connector (see photo)

7. There are two brown wires in the connector. These are: 191 CAN-
H and 192 CAN-L located vertically under two thick brown wires.

8. Contact tip number 15006 (+) from any connector

9. Select the cable for it and connect it to the red end of the
emulator.

10.Turn the ignition on and start the engine.

11.Make sure the Adblue level indicates half the tank.

12.If any malfunction occurs when the engine is turned off, the
emission toxicity pictogram may not have come out of the
instrumental panel after the emulator adblue has been installed.

13.In this case, delete the code faults and go to EDC tab

14.It is necessary to reset the MIL parameter on N In these cases
MAN CATS is required.

MAN Euro 5 9in-1 NOx Emulator 
Connection Diagram
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